
DROPPED OBJECT PREVENTION 
PRODUCTS

TETHERING 
GUIDE



2 2

SAFETY
SERIOUS

Whether you’re up on a roof, building a skyscraper or on 
a scaffolding or ladder, you need to have confidence in 
your safety  equipment to keep you and others safe and 
sound. 
DEWALT® Dropped Objects Prevention products 
are easy to use and are built for the toughest work 
environments so you know you can concentrate on the 
job without other worries.
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THE COMPLETE SYSTEM

Drop Prevention System - In order to protect workers from 
injury and equipment from damage it is essential to select all 
components of a drop prevention system to securely attach tools 
and prevent accidental drops.  The three main components of a 
system are attachment points, connectors such as tool lanyards, 
and anchorage points.

Connectors - All tools are required to be tethered or connected 
to an anchorage so that so that they remain attached and 
protected from a fall in the event of a drop. Selecting the 
appropriate connector or tool lanyard based upon each tool’s 
weight and configuration is essential to drop prevention. 

Tool attachment points - Attachment points are a secure point on 
the tool that must be rated for at least the total weight of the tool. 
The user must select an attachment point that is appropriate for the 
tool and then secure it per the attachment instructions.  Once the 
attachment point is in place the tool is considered “lanyard ready” 
and the connector or lanyard can be attached

Anchorages - The final component of the system is anchorages 
and holders. The key variable in selecting the appropriate 
anchorage is the weight. Tools weighing 5 lbs. (2.3 kg) or less 
may be attached to the body.  This can be done by securing the 
connector end to anchors like a tool holder, wristband or a secure 
point on the user’s tool belt or harness.  For all tools greater than 5 
lbs. (2.3kg) the user must secure the connector end to a anchorage 
point rated for at least the weight of the tool.  

TOOL
ATTACHMENT
TOOL
LANYARD

ANCHOR
POINT For tools without captive eye in 

handle, taping attachments is 
required

Lay attachment point on handle with 
folded web end up and connection 
(d-ring) at the end of the handle

Wrap tool tape around the 
attachment starting at the d-ring 
end and finishing at the web end.  
Wrap tape a minimum of 10 times

Great for tools with captive eye 
in handle

Thread web loop through 
captive eye and then thread 
d-ring end through loop

Cinch the attachment point as 
shown.  The tool is now ready 
to tether

HOW TO 
SECURE

DEWALT TOOL
ATTACHMENTS
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POWER TOOLS HAMMERS

DXDP721510

POWER TOOLS up to 15 lbs / 6.8 Kg

POWER TOOLS up to 15 lbs / 6.8 Kg

GRINDERS up to 15 lbs / 6.8 Kg

• Attachment Point Used: The DEWALT power drill comes with 
a lanyard ready attachment point, or it can be added at any 
authorized DEWALT Service Center

• Lanyard Used: DEWALT DXDP721510 (other models rated to 
25 lbs / 11.3 Kg)

DROP PREVENTION PRODUCTS USED:

DXDP721510
DXDP813002

DXDP721510

• Attachment Point Used: The DEWALT power drill comes with 
a lanyard ready attachment point, or it can be added at any 
authorized DEWALT Service Center

• Lanyard Used: DEWALT DXDP721510 (other models rated to 
25 lbs 11.3 Kg)

• Anchor Point Used: DXDP813002 (tools greater than 5 lbs / 
2.2 Kg should not be anchored to the user)

• Attachment Point Used: The DEWALT power drill comes with 
a lanyard ready attachment point, or it can be added at any 
authorized DEWALT Service Center

• Lanyard Used: DEWALT DXDP721510 (other models rated to 
25 lbs 11.3 Kg)

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

FRAMING HAMMER up to 3 lbs / 1.4 Kg

SLEDGE HAMMERS up to 35 lbs / 15.8 Kg

MALLETS up to 35 lbs / 15.8 Kg

DXDP710422

DXDP710201 

DXDP720200

DXDP810100

DXDP810100

• Attachment Point Used: DEWALT DXDP710422 
 (15 lb / 6.8 kg rating)
• Lanyard Used: DEWALT DXDP720200
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DEWALT DXDP710201
 (35 lb / 15.8 kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DXDP710221

DXDP810100
• Attachment Point Used: DEWALT DXDP710221 (35 lb / 15.8 

Kg rating)
• Lanyard Used: (Must be rated to at tool weight but not more 

than 35 lbs / 15.8 Kg)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website
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WRENCHES WRENCHES

PIPE WRENCH, with handle opening,
up to 15 lbs / 6.8 Kg

PIPE WRENCH, with handle opening,
up to 15 lbs / 6.8 Kg 
(with existing captive eye)

DXDP720300

DXDP710200

DXDP813002

• Attachment Point Used: None (lanyard cinches)
• Lanyard Used: DEWALT DXDP610310 (5 lb. / 2.3 kg rating)
• Anchor: DXDP813002 (50 lbs / 22.7 kg rating)

• Attachment Point Used: DXDP710200 (35 lb. / 15.8 kg rating)
• Lanyard Used: DXDP720500 (35 lb. / 15.8 kg Rating)
• Anchor Point Used: DXDP813002

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

ADJUSTABLE WRENCH, up to 2 lbs / 0.9 Kg

ADJUSTABLE WRENCH, with handle opening, 
up to 5 lbs / 2.3 Kg

COMBINATION WRENCH up to 3 lbs / 1.4 Kg

DXDP810100
• Attachment Point Used: DEWALT DXDP710433 (3 lb / 1.4 Kg rating)
• Holder/Lanyard Used: DEWALT DXDP610310 (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DEWALT DXDP7600 (5 lb / 2.3 Kg rating)
• Connected using cinch action through existing tool hole
• Lanyard Options: Must be rated to 5 lbs / 2.3 Kg or more 

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DXDP810100
• Attachment Point Used: DXDP710411 (3 lb / 1.4 kg rating)
• Lanyard Used: DXDP710501
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

SLUGGING WRENCH, up to 35 lbs / 15 kg

DXDP710201

DXDP720500

DXDP810100
• Attachment Point Used: DXDP710201 (35 lb / 15 Kg rating)
• Lanyard Used: Suggested DXDP720500
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DXDP710411

DXDP710501

DXDP720500

DXDP813002DXDP610310

DXDP710433

DXDP710600
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WRENCHES RATCHETS

SPUD WRENCH, up to 3 lbs / 1/4 Kg RATCHET, up to 2 lbs / 0.9 Kg

DXDP810100

DXDP810100 DXDP810100

• Attachment Point Used: DXDP710411 (3 lb. / 1.4kg rating)
• Lanyard Used: DXDP710501 (5 lbs / 2.3 kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710433 (3 lb 1.4 Kg rating)
• Lanyard Options: Must be rated to 3 lbs / 1.4 Kg or more 
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor:  DXDP610300 Wristband (2 lbs. / 0.9 kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

DXDP710201

DXDP720200

DXDP810100
• Attachment Point Used: DXDP710201 (35 lb. / 15.8kg rating)
• Lanyard Used: DXDP720200 (15 lb. / 6.8kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

SLUGGING WRENCH, up to 15 lbs / 6.8 kg RATCHETING WRENCH, up to 3 lbs / 1.4 Kg

DXDP710433 DXDP710411

DXDP710411

DXDP710900

DXDP610300

DXDP710501
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SCREWDRIVERS PLIERS AND SNIPS

SCREWDRIVERS, up to 3 lbs / 1.4 kg CHANNEL LOCK PLIER, up to 2 lbs / 0.9 Kg

SCREWDRIVERS, up to 2 lbs / 0.9 Kg

DXDP710433

DXDP810100

DXDP810100

DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated 3 lbs / 1.4 Kg or more 
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710411 (2 lbs / 0.9 kg rating)
• Lanyard/Anchor:  DXDP610310 Wristband w/lanyard 
 (2 lb / 0.9 Kg rating) 
• Attachment connected using DEWALT Tool Tape DXDP810100
 

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

LINESMAN PLIER, up to 3 lbs / 1.4 Kg

DXDP810100
• Attachment Point Used: DXDP710411 (3 lbs / 1.4 kg rating)
• Lanyard Options: Must be rated 3 lbs / 1.4 Kg or more 
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710433 (3 lb./ 1.4 kg Rating)
• Lanyard Used: DXDP710900 (2 lb. / 0.9 kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

LONG NOSE PLIER, up to 2 lbs / 0.9 Kg

DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard/Anchor:  DXDP610310 Wristband w/lanyard 
 (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710411
DXDP610310

DXDP710411

DXDP610310

DXDP710411

DXDP710411

DXDP710900
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WIRE CUTTER, up to 2 lbs / 0.9 Kg

AVIATION SNIPS, with handle opening, 
up to 5 lbs / 2.3 Kg

DIAGONAL PLIERS, up to 3 lbs / 1.4 Kg

DXDP710700

DXDP720200

DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard/Anchor:  DXDP610310 Wristband w/lanyard 
 (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

PLIERS AND SNIPS

• Attachment Point Used:  None needed as lanyard cinches 
 through hole in handle
• Lanyard Used: DXDP710501 (5 lb / 2.3 kg rating)

DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated to 3 lbs / 1.4 Kg or more 
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710411
DXDP610310

DXDP710411
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CHISELS, FILES & NAIL SETS

CHISELS, up to 3 lbs / 1.4 Kg

FILES, up to 2 lbs / 0.9 Kg

DXDP710422

DXDP810100
• Attachment Point Used: DXDP710422 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710501 (5 lb / 2.3 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor Point: DXDP610300 Wristband  (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DXDP810100

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

NAIL SETS, up to 3 lbs / 1.4 Kg

DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated to 3 lbs / 1.4 Kg or more 
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

DXDP710411

DXDP710411
DXDP710900

DXDP610300

DXDP710501
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WRECKING & PRY BARS LAYOUT TOOLS
TAPE MEASURES, up to 2 lbs / 0.9 Kg 

MEASURING WHEEL, up to 5 lbs / 2.3 Kg

TAPE MEASURES, up to 2 lbs / 0.9 Kg

WRECKING BAR, up to 3 lbs / 1.4 Kg

WRECKING BAR, up to 3 lbs / 1.4 kg, 

DXDP710455

DXDP610200

DXDP720200 DXDP720200

DXDP810100
• Attachment Point Used: DEWALT DXDP710455 (3 lb / 1.4 Kg rating)
• Lanyard Used: DEWALT DXDP720200 (15 lb / 6.8 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

• Anchor/Holder Used: DXDP610200 (2 lb / 0.9 Kg rating)
• Lanyard Used: DXDP720200 – top image (5 lb / 2.3 Kg  rating)

Anchor/Holder Used: DXDP610200 (2 lb / 0.9 Kg rating)
Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)

• Attachment Point Used: DEWALT DXDP7600.  ( 5 lb / 2.3 Kg 
rating). Connected using cinch action through existing tool 
hole

• Lanyard Options: Must be rated to 5 lbs / 2.3 Kg or more 

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710201

DXDP810100

Attachment Point Used DXDP710201 (35 lbs / 15.8 Kg rating)
Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

DXDP710600

DXDP710900

DXDP610200
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LAYOUT TOOLS LAYOUT TOOLS

CHALK WHEEL, up to 15 lbs / 6.8 Kg

LEVELS, up to 15 lbs / 6.8 Kg

STUD SENSOR, up to 5 lbs / 2.3 Kg

TORPEDO LEVEL, up to 5 lbs / 2.3 Kg

DXDP720200

DXDP720200

DXDP711100

• Attachment Point Used: Not needed as lanyard can cinch to tool
• Lanyard Used: DEWALT DXDP720200 (15 lb / 6.8 Kg rating)

• Attachment Point Used: Not needed as lanyard can cinch to tool
• Lanyard Used: DEWALT DXDP720200 (15 lb / 6.8 Kg rating)

• Attachment Point Used: DEWALT DXDP710600 (5 lb / 2.3 
Kg rating).  Connected using cinch action through existing 
tool hole

• Lanyard Options: Must be rated to 5 lbs / 2.3 Kg or more

• Attachment Point Used: DEWALT DXDP711100 (2 lb / 0.9 kg rating)  
Connected using cinch action through existing tool hole

• Lanyard Options: Must be rated to 2 lbs / 0.9 kg or more

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:
FRAMING SQUARES, up to 5 lbs / 2.3 Kg

• Attachment Point Used: DEWALT DXDP7600 (5 lb / 2.3 Kg rating)  
Connected using cinch action through existing tool hole

• Lanyard Options: Must be rated to 5 lbs / 2.3 Kg or more

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our WebsiteClick on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710600

DXDP710600
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SAWS, KNIVES & CUTTING TOOLS SAWS, KNIVES & CUTTING TOOLS

HACKSAWS, up to 15 lbs / 6.8 Kg UTILITY KNIFE with existing hole in handle, 
up to 5 lbs / 2.3 Kg

HAND SAW, up to 3 lbs / 1.4 Kg PIPE CUTTER, up to 5 lbs / 2.3 Kg

JAB SAW, up to 2 lbs / 0.9 Kg POCKET KNIFE, with existing hole in handle, 
up to 3 lbs / 1.4 Kg

DXDP720200

DXDP710710

DXDP710501

• Attachment Point Used: Not needed as lanyard can cinch to tool
• Lanyard Used: DEWALT DXDP720200 (15 lb / 6.8 Kg  rating)

• Attachment Point Used: DEWALT DXDP710600 (5 lb / 2.3 Kg 
rating)

• Connected using cinch action through existing tool hole
• Lanyard Options: Must be rated to at tool weight but not more 

than 5 Lbs / 2.3 Kg

• Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710501 (5 lb / 2.3 Kg rating)

• Attachment Point Used: DEWALT DXDP710600 (5 lb / 2.3 Kg 
rating).  Connected using cu=inch action through existing 

 tool hole
• Lanyard Options: Must be rated to 5 lb / 2.3 Kg or more 

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

• Attachment Point Used: DXDP710422 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor:  DXDP610300 Wristband (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DXDP710422

DXDP810100

DXDP710710
• Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710600

DXDP710600

DXDP710900

DXDP610300
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CLAMPS

24

MANUAL FASTENING

TRIGGER CLAMP, up to 15 lbs / 6.8 Kg HAMMER TACKER, up to 15 lbs / 6.8 Kg

C-CLAMP, up to 35 lbs / 15 Kg RIVETER, up to 2 lbs / 0.9 Kg

STAPLER, up to 3 lbs / 1.4 Kg

DXDP710140

DXDP810100
• Attachment Point Used: DXDP710140 (15 lb / 6.8 Kg rating)
• Lanyard Options: Must be rated to at tool weight but not more 

than 15 / 6.8 Kg Lbs. 
• Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

• Attachment Point Used: DXDP710221 (35 lb / 15 Kg rating)
• Lanyard Used: Must be rated to at tool weight but not more 

than 35 lbs / 15 Kg
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710411 (3 lb / 1.4 Kg rating)
• Lanyard/Anchor:  DXDP610310 Wristband w/lanyard 
 (2 lb / 0.9 Kg rating)
• Attachment connected using DEWALT Tool Tape DXDP810100

• Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated to 3 lbs / 1.4 Kg or more

DROP PREVENTION PRODUCTS USED: DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DXDP710221 DXDP710411

DXDP710710

DXDP810100 DXDP610310

DXDP810100

DXDP710710

• Attachment Point Used: DXDP71140 (max weight 15 lbs / 6.8 Kg)
• Wristband Tool Lanyard Used: DXDP610310 (2 lb / 0.9 Kg rating)

DROP PREVENTION PRODUCTS USED:

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP610310
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MANUAL FASTENING

26

CAULKING GUNS, up to 3 lbs / 1.4 Kg

DXDP710422

DXDP810100
• Attachment Point Used: DEWALT DXDP710422 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated to 3 lbs / 1.4 Kg or more 
•  Attachment connected using DEWALT Tool Tape DXDP810100

DROP PREVENTION PRODUCTS USED:

DRYWALL TOOLS

MEDIUM TAPING KNIFE, up to 2 lbs / 0.9 Kg

LARGE TAPING KNIFE, up to 3 lbs / 1.4 Kg

PUTTY KNIFE, up to 2 lbs / 0.9 Kg

DXDP710600

DXDP710710

•  Attachment Point Used: DXDP710600 (5 lb / 2.3 Kg rating)
•  Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor:  DXDP610300 Wristband (2lb / 0.9 Kg Rating)

DROP PREVENTION PRODUCTS USED:

• Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP720300 (25 lb / 11.3 Kg rating)

•  Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor:  DXDP610300 Wristband (2 lb / 0.9 Kg rating)

DROP PREVENTION PRODUCTS USED:

DROP PREVENTION PRODUCTS USED:

DXDP710710

DXDP720300

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

DXDP710900

DXDP610300

DXDP710900

DXDP610300



SURFACE PREP TOOLS

WIRE BRUSH, up to 3 lbs / 1.4 Kg

SCRAPER, up to 15 lbs. 

WIRE BRUSH, up to 2 lbs / 0.9 Kg

DXDP710710

• Attachment Point Used: DXDP71710 (3 lb / 1.4 Kg rating)
• Lanyard Options: Must be rated to at tool weight but not more 

than 3 lbs / 1.4 Kg

DROP PREVENTION PRODUCTS USED:

• Attachment Point Used: DXDP710710 (3 lb / 1.4 Kg rating)
• Lanyard Used: DXDP710900 (2 lb / 0.9 Kg rating)
• Anchor Point: DXDP610300 Wristband (2 lb / 0.9 Kg rating)

DROP PREVENTION PRODUCTS USED:

DXDP710710

DXDP710900

DXDP610300

DXDP710140

DXDP720200
• Attachment Point Used: DXDP710140 (max weight 15 lbs / 6.8 Kg)
• Lanyard Used: DXDP720200 (15 lb / 6.8 Kg rating)

DROP PREVENTION PRODUCTS USED:

COOLERS/RADIOS, up to 80 lbs / 36.3 Kg 

• Attachment Point Used: None as lanyard cinches to handle
• Lanyard Used: DXDP720510 (80 lb / 36.3 Kg rating)
• Suggest Anchor Point Anchor: DXDP813012 
 (80 lb / 36.3 Kg rating)

DROP PREVENTION PRODUCTS USED:

DXDP720510

DXDP813012

COOLERS, RADIOS and OTHER

27 28

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website

Click on SKU # to find Drop Prevention Products on our Website



Industry data tells us that dropped objects are 
a major cause of property damage, worplace 
injuries and even fatalities. Understanding the 
need to implement a dropped object prevention 
program helps to mitigate all these hazards and 
helps to ensure a safer working environment.DATA

FALLING OBJECTS

29 30
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