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The DEWALT D3000 is a true work-horse harness, designed with 
features perfect for a wide variety of jobs and working conditions. 
The D3000 is available in a range of configurations, with and without 
our comfortable padded waist belt, tongue buckle and quick connect 
attachment points, integrated trauma straps, repellant webbing, re-
settable lanyard keepers, and our quick link adapter for fast personal 
SRL's connection.  These are just a few of the key features found in the 
D3000.  Superior design and craftmanship make this a great harness 
for your crew.

CONVENIENT LANYARD STORAGE: 
Resettable lanyard keepers
to safely park unused lanyard leg.

VISIBLE FALL DETECTION: 
Built in impact indicators show 
when a fall has occurred.

VERSATILITY: 
The quick connect SRL adapter      
allows for fast installation of your 
personal SRL while leaving the 
D-Ring free for lanyards and rescue 
device connections

EASE OF INSPECTION: 
All DEWALT harnesses come with 
a QR code and RFID tag for quick 
scan and registration into an 
asset management /inspection 
system.

COMFORT: 
Sturdy breathable waist belt for 
added comfort. Perfect for use 
with tool pouches

DURABILITY: 
Polyester webbing with          
Repellent Coating resist stains 
from oil and water.

COMPLIANCE: 
Protected label pack keeps 
label easily readable during 
inspection.

SUSPENSION TRAUMA PROTECTION: 
All D3000 harnesses include integrated 
Suspension Trauma Straps to protect 
the user in the event of a fall.

RFID

SPECIFICATIONS
WEBBING POLYESTER: 5000 LBS/ 2267 KG MIN. STATIC STRENGTH
BUCKELS AND ADJUSTERS: PLATED ALLOY STEEL	

WEIGHT RATING: ANSI 310 LBS / 141 KG - OSHA 420 LBS / 191 KG
MEET ANSI Z359.11-21, OSHA 1910.140, OSHA 1926.502

DXFP532131

REPELLENT 
WEBBING
RESISTS
OIL-WATER-STAINS ™
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Quick Connect	 Tongue Buckle	 Back	 DXFP532011 (S-M)	 DXFP532011 (M-L)	 DXFP532011 (L-XL)	 DXFP532011 (XL-2XL)
Quick Connect	 Quick Connect	 Back	 DXFP532012 (S-M)	 DXFP532012 (M-L)	 DXFP532012 (L-XL)	 DXFP532012 (XL-2XL)
Quick Connect	 Tongue Buckle	 Back, Side (2)	 DXFP532031 (S-M)	 DXFP532031 (M-L)	 DXFP532031 (L-XL)	 DXFP532031 (XL-2XL)
Quick Connect	 Quick Connect	 Back, Side (2)	 DXFP532032 (S-M)	 DXFP532032 (M-L)	 DXFP532032 (L-XL)	 DXFP532032 (XL-2XL)
Quick Connect	 Tongue Buckle	 Back, Front	 DXFP532041 (S-M)	 DXFP532041 (M-L)	 DXFP532041 (L-XL)	 DXFP532041 (2X-2XL)
Quick Connect	 Quick Connect	 Back, Front	 DXFP532042 (S-M)	 DXFP532042 (M-L)	 DXFP532042 (L-XL)	 DXFP532042 (2X-2XL)
Quick Connect	 Tongue Buckle	 Back, Side (2), Front	 DXFP532051 (S-M)	 DXFP532051 (M-L)	 DXFP532051 (L-XL)	 DXFP532051 (2X-2XL)
Quick Connect	 Quick Connect	 Back, Side (2), Front	 DXFP532052 (S-M)	 DXFP532052 (M-L)	 DXFP532052 (L-XL)	 DXFP532052 (2X-2XL)
Quick Connect	 Tongue Buckle	 Back, Shoulders (2)	 DXFP532061 (S-M)	 DXFP532061 (M-L)	 DXFP532061 (L-XL)	 DXFP532061 (XL-2XL)
Quick Connect	 Quick Connect	 Back, Shoulders (2)	 DXFP532062 (S-M)	 DXFP532062 (M-L)	 DXFP532062 (L-XL)	 DXFP532062 (XL-2XL)

DEWALT D3000 Vest-Style Harness Ordering Part Number

S - M M - L L - XL XL - 2XLChest Connection Leg Connection D-Ring Location(s)
Back, Side, Front, Shoulder

Quick Connect	 Tongue Buckle	 Back, Sides (2)	 DXFP532131 (S-M)	 DXFP532131 (M-L)	 DXFP532131 (L-XL)	 DXFP532131 (XL-2XL)
Quick Connect	 Quick Connect	 Back, Sides (2)	 DXFP532132 (S-M)	 DXFP532132 (M-L)	 DXFP532132 (L-XL)	 DXFP532132 (XL-2XL)
Quick Connect	 Quick Connect	 Back, Side (2), Front	 DXFP532152 (S-M)	 DXFP532152 (M-L)	 DXFP532152 (L-XL)	 DXFP532152 (XL-2XL)

DEWALT D3000 Vest-Style Harness, w/Belt Ordering Part Number

S - M M - L L - XL XL - 2XLChest Connection Leg Connection D-Ring Location(s)
Back, Side, Front, Shoulder
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DXFP532011

DXFP532021

DXFP532132

Our Vest Style DEWALT D3000 harness comes in a wide range of options for use in general applications, 
work positioning, climbing and confined space entry.

For those working in tough construction environments, the DEWALT D3000 with waist belt is perfect.  We 
have several options ideal for climbing and work positioning.  The comfort waist belt provides an excellent 
option for work bags and tool tethering.

MODELS &

For those that prefer the fit and comfort of a cross-over style harness, the DEWALT D3000 is a good choice.  
Both models come with a front D-Ring that make them perfect for ladder climbing applications.

Quick Connect	 Tongue Buckle	 Back, Front	 DXFP532021 (S-M)	 DXFP532021 (M-L)	 DXFP532021 (L-XL)	 DXFP532021 (XL-2XL)
Quick Connect	 Tongue Buckle	 Back, Sides (2), Front	 DXFP532023 (S-M)	 DXFP532023 (M-L)	 DXFP532023 (L-XL)	 DXFP532023 (XL-2XL)

DEWALT D3000 Crossover Harness Ordering Part Number

S - M M - L L - XL XL - 2XLChest Connection Leg Connection D-Ring Location(s)
Back, Side, Front, Shoulder
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