
Capacity: 310 lbs. (141 kg)  OSHA 620 lbs. (282 kg) for Rescue

Weight: 5.75 lbs. (2.6 kg)

DAVIT SYSTEMS

FALL PROTECTION

CONFINED SPACE

DXFP442213

Davit Base - Stainless Steel Concrete Embedded
DAVIT SYSTEMS

WARRANTY

·Read, understand and follow all labels and instructions prior to use.
·Inspect before each use.
·Remove from service if there is evidence of damage or excessive wear.

2 YEAR LIMITED WARRANTY

TECHNICAL DATA SHEET

FALL PROTECTION P/N TDSDXFP442213 Rev.A 07/15/2025

SPECIFICATIONS
Maximum Breaking Strength: 5000 lbs. (23kN)

Material: High Strength 316 Steinless Steel

BENEFITS AND FEATURES
The DEWALT Davit Concrete Embedded Anchor provides a con-
venient, flush and permanent anchor point for DEWALT Davit 
masts for various confined space fall protection and rescue 
applications. 

DURABILITY: Built with high strength aluminum alloy, the 
DEWALT Davit System components are designed to ensure 
longevity, even in the toughest conditions.

RELEVANT STANDARDS

Meets ANSI Z359.18-2017 Type A - OSHA 1926.502 and 1910.140

WARNINGS


