
TOOL LANYARDS
COILED TOOL LANYARD

BENEFITS AND FEATURES

RELEVANT STANDARDS

WARRANTY

WARNINGS

DXDP710900
COILED TOOL LANYARD

·Read, understand and follow all labels and instructions prior to use.
·Inspect before each use.
·Remove from service if there is evidence of damage or excessive wear.

The DEWALT Coiled Tool Lanyard with dual swiveling carabiners is designed for use with small hand tools and 
other PPE weighing up to 2 lbs (0.9kg). The coiled design reduces lanyard length to prevent snags and tangles. 
Once connected, it becomes a key component to a tethering system intended to prevent accidental drops that 
can lead to injuries and property damage.

Meets ANSI/ISEA 121-2023 standard

2 YEAR LIMITED WARRANTY

DURABILITY: Polyurethane coated steel cable provides corrosion resistance and improved life. 
SECURE CONNECTION:  Screw-lock, dual-action carabiner provides a sure connection
TANGLE FREE: Coiled design with swivel end for tangle free operation

SPECIFICATIONS

Maximum safe working capacity: 2 lbs (0.9 kg)

Materials of construction: PU and Stainless steel

SPECIFICATIONS
Relaxed length: 4 in. (10 cm)  
Extended length: 60 in. (152 cm)

TOOL LANYARDS
CLIP TO LOOP SPRING LANYARD

DROP PREVENTION
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