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SPECIFICATIONS

RELEVANT STANDARDS

WARRANTY

WARNINGS
·Read, understand and follow all labels and instructions prior to use.
·Inspect before each use.
·Remove from service if there is evidence of damage or excessive wear.

Webbing Polyester: 5,000 lbs. (2267 KG.) min. static strength 

Weight Rating: Harness rated to 310 lbs. (141 kg)

Buckles and Adjusters: Plated alloy steel

Materials of construction:  Repellent Webbing Polyester

2 YEAR LIMITED WARRANTY

DXFP512001(M-L) Size: M-L

P/N TDSDXFP512001(M-L) Rev.A 09/07/2022

Meets ANSI Z359.11-21, OSHA 1910.140, OSHA 1926.502

QUICK HARNESS CONNECTIONS: The pass-through 
buckles provide a quick and easy fit when donning the 
harness.  
CONVENIENT LANYARD STORAGE: Two lanyard keepers 
to safely park unused lanyard leg.

DURABILITY: Polyester webbing with repellent coating 
resists stains from oil and water.

BENEFITS AND FEATURES
The DEWALT D1000 Full Body Harness provides an excep-
tional range of features at a surprisingly affordable price. 
The harness has 5 points of adjustment, pass-through 
chest and tongue buckle leg connections, lanyard keep-
ers, and heavy-duty, repellent polyester webbing. Some 
models come with a removable shoulder pad included for 
added comfort.

VERSATILITY: The quick connect SRL adapter allows for 
fast installation of your SRL while leaving the D-Ring free 
for lanyards and rescue device connections


