
HARNESSES

FALL PROTECTION

D3000 HARNESS

SPECIFICATIONS

RELEVANT STANDARDS

WARRANTY

WARNINGS
·Read, understand and follow all labels and instructions prior to use.
·Inspect before each use.
·Remove from service if there is evidence of damage or excessive wear.

Webbing Polyester: 5,000 lbs. (2267 KG.) min. static strength 

Buckles and Adjusters: Plated alloy steel

Materials of construction:  Repellent Webbing Polyester

Meets ANSI Z359.11-21, OSHA 1910.140, OSHA 1926.502

2 YEAR LIMITED WARRANTY

TECHNICAL DATA SHEET

FALL PROTECTION P/N TDSDXFP532152(L-XL) Rev.A 09/07/2022

Size: L-XL

Vest Style, w/belt 5-Point, Back, Front and Side D-Rings, QC Chest, QC Legs

FALL RELIEF: Attached, integrated suspension trauma 
straps to assist users in the event of a fall. 
CONVENIENT LANYARD STORAGE: resettable lanyard 
keepers to safely park unused lanyard leg.

VERSATILITY: The quick connect SRL adapter allows for 
fast installation of your SRL while leaving the D-Ring free 
for lanyards and rescue device connections.

BENEFITS AND FEATURES
The DEWALT D3000 is a true work-horse harness, de-
signed with features perfect for a wide variety of jobs 
and working conditions,  The D3000 is available in a wide 
variety of configurations, with and without our comfort-
able padded waist belt, tongue buckle and quick connect 
attachment points, integrated trauma straps, repellent 
webbing, resettable lanyards keepers, and our quick link 
adapter for fast personal SRL’s connection.
DURABILITY: Polyester webbing with repellent coating 
resists stains from oil and water.
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Weight Rating: ANSI 310 lbs. (141 kg) - OSHA 420 lbs (191 kg)


